—

= CODORUS cRrepg

—

N
< 7~
: /S _ LEGEND
// S ) Perimeter W E
/ ~~ ya Road Percent TCA Reduction
7
V 4 . 0 - . (1]
/ @®  0.0%-20.0% !
North Building 4 / O  20.1%-40.0%

P O 40.1%-60.0% Scale (feet)
@) 60.1% - 80.0%

() 80.1% - 100.0%

North End MW-19 100% .
Test Track (NETT) ‘

w
>
z
o
-
¥ Vapor Degreaser /
=
w ) S rm———————
C; ..... T MW-5 100%
o

0 75 150 300

-

g

_—
e

MW-31D 100%
&PMW-BIS 100%
o

= Inferred TCA Concentration Contour (ppb)
[ a0

p EDEN ROAD

TCA Concentration 50 ppb

__|
MW-36S 100%
MW-36D 100%

@ TCA Concentration 100 ppb

MW:6 100%

TCA Concentration 500 ppb
_ TCA Concentration 1000 ppb

June 2009 Groundwater Contour (Feet)

MW-26 100%

\ —
[

\ MW-508,100% — — - June 2009 Inferred Groundwater Contour (Feet)
\\ MW-39D 10Q% MW-39S 100% MW E0D T8 8
\\ “ =~ Id June 2009 Groundwater Contour Sink (Feet)
West-Building 2
\\ vyt g Corridor EJ AN\ TcA, Known Source Area
\ / 5007 7 U m TCA, Suspected Source Area
| / / MW-47 99.35%
\\ /‘MWJ 93.6%// /7 Contact
\ ) ——
| Q -~ % 92 e Block Fault
\ 3R \ - 4 ==
| ] MW-45 100% U 5 Chickies Formation
\ ® 3

Antietam & Harpers Formation, undiv.

1
MW-38D 22,76% WeSt

(=
Parking Lot & M
U g W

MW-8 99.83%

Vintage Formation

Former Cutting __
Oil Tank

Kinzers Formation

Ledger Formation

Railroad (2006)

MW-35D|100%
MW-35S 100%

|

MW-34S 99.51%, CW..-B 98.8%
MW-34D 99.44% | LT

| MW-32S 99.09%
MW:28 99.9% MW-32D 100%

a
MW-33 9’0.34%

Roads and Curb Boundary (2006)
|| Buidings

Groundwater contours were constructed using water level measurements
from June 4 and 5, 2009, Figure 3-1 (SAIC, March 2010)

Geologic mapping from Pennsylvania DCNR geologic map (1980).

Concentration contours incorporate an interpretation of the hydrodynamics
of the groundwater system based on concentration changes over time,
natural gradients, observed responses to pumping, and known and
suspected source areas.

TCA
Tank Area

Contour lines represent concentrations expected in the groundwater
within the interconnected fractures and solution channels in the
saturated zone.
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Although historical chemistry data does not appear on this map, chemistry
data from abandoned wells was considered in the construction of
concentration contours. Concentration trend graphs were used to predict
2008 concentrations in abandoned wells.
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